ST8-A10 TEMPERATURE INDICATOR

FEATURES

OTC/RTD input

=117 /7171 G OTC:R. S. T. B. K. J. Etype
4 ORTD:Pt100. Cu100 type
(O Applied in chemical,petrifaction,pharmacy,and

C ol

metallurgy for temperature measuring and displaying

48H X 96W < 100L

1 PANEL ILLUSTRATION
ST8 |:| _A1 O — 10:Singal input

A: dispaly only
Power:Blank:85~265V AC F:24VDC
Dimension(mm): 8:48Hx96Wx100L

ST8 Temperature indicator series

Cu50 be optional

1 INPUT SINGAL

K 0.0~1300 >2MQ
J 0.0~1200 >2MQ
E 0.0~1000 >2MQ
T -150~400.0 >2MQ
S 0~1700 >2MQ
R 0~1750 >2MQ
B 250~1820 >2MQ
Pt -199~600 0.2mA

Cu100 -50.0~150.0 0.2mA

-1 TECHNICAL SPECIFICATION

TC:R:0~1750C. S:0~1700C. B:250~1820°C. K:0~1300C.
J:0~1200C. T:0~400C. E:0~1000C
RTD:Pt100:-199~850°C. Cu50:-50~150C. Cu100:-50~150°C

+0.5%FS+2digit

<5VA

AC 1500V/1min

500g

85~265VAC/DC 50/60Hz

100MQ

0~50C

<80%RH

48H*x96Wx=100L




1 PANEL ILLUSTRATION

Process Value / Parameter Code
!

Parameter Select / Confirm key

-] CONNECTION DIAGRAMS

Decrease key

m BTy
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Parameter/Input Code

t

— Increase key
Shift key

85-265V AC/DC

NOTE: Please refer to the diagram sticking on the enclosure if any change.
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